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Lubricants for compressors
In order to best preserve the crank mechanism components and 
guarantee maximum performance over the lifetime usage 
of reciprocating compressors, SIAD Macchine Impianti (SIAD MI) 
offers two speci� c lubricating oils of the highest quality:

• Synth Gold (synthetic)
• Parasynth Green (parasynthetic).

What is the lubricating 
oil used for?

• To reduce friction and 
therefore wear-and-tear 

 and the power required 
 to operate the machine
• To disperse the heat 

produced by friction
• To help remove impurities 

by taking them away from 
moving parts

• To protect against 
corrosion.

SYNTH GOLD 
Exceptional performance for harsh conditions

Synth Gold contains synthetic base oils and performance additives Synth Gold contains synthetic base oils and performance additives 
which are able to reduce friction and wear on the bearings and increase which are able to reduce friction and wear on the bearings and increase 
machine effi ciency. Synth Gold is also the oil to choose for more complex  is also the oil to choose for more complex 
conditions, like, for example, in use at critical temperatures.

PARASYNTH GREEN 
High performance in all operating conditions  

A high-performance lubricant, created by combining the best elements A high-performance lubricant, created by combining the best elements 
available on the market, thanks to the use of advanced technology available on the market, thanks to the use of advanced technology 
additives. This oil guarantees exceptional service even under the most additives. This oil guarantees exceptional service even under the most 
extreme operating conditions.

A top quality lubricant

•  Non-corrosive for standard 
anti-friction metals

•  Suitable for forced 
circulation systems

•  Enriched with antioxidant 
inhibitors and additives that 
limit foam formation.



High fi lm resistance, better 
protection of the bearings, 
especially in case of frequent 
compressor switch-off cycles, 
thanks to the presence of 
special proprietary additives that 
increase the resistance of the oil 
� lm.

Effective, fast and complete
water separation.
Any water settles at the bottom 
of the tank which can then be 
easily drained, thus avoiding 
contact with the bearings.

Greater viscosity stability 
at varying temperatures:  
Synth Gold is more � uid at low 
temperatures and denser at high 
temperatures, guaranteeing the 
best lubrication and stability 
over time, regardless of changes 
in the operating environmental 
conditions.

Energy saving, thanks to the 
very low friction coef� cient, 
which produces a high energy 
saving compared to traditional 
oils.

Longer oil life: its exceptional 
oxidation stability extends the 
intervals between oil changes, 
keeping equipment lubricated 
and protected.
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FOR SIAD MI 
COMPRESSORS

 

Nessun rischio 
di contaminazione 

tra gas e olio

Tempi 
di fermo macchina 

ridotti

Consumo e costi 
di olio ridotti

4 5/A 5/B

 
  

1 2 3/A 3/B (variante)
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RELIABILITY AND EFFICIENCY 

GUARANTEED BY THE 
MANUFACTURER
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GUARANTEE OF CORRECT 

OPERATION
OF THE COMPRESSOR 

IN TOTAL SAFETY

Reduction of bearing 
vibrations: “Micro-polishing” of 
the bearings, which eliminates 
any super� cial imperfections 
and results in the reduction of 
vibrations.

Excellent protection against 
corrosion:  thanks to its special 
additives, it forms an ionic bond 
on metal surfaces, removing 
moisture. It creates a resistant 
� lm which has a protective 
function during compressor 
operation and preservation 
during downtime.

Solvency: the high natural 
solvency of the lubricant with 
grease and sludge allows 
long lasting cleaning of the 
components.

Compatibility with gaskets: 
perfect compatibility with all 
SIAD MI compressor gaskets, 
which avoids alterations due 
to prolonged contact with the 
lubricant.

Compatibility with other oils: 
compatible and mixable with 
other mineral oils and most 
synthetic PAO (PolyAlphaOle� n) 
and POE (POlyolEsters)* oils.
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Good thermal and oxidative 
stability: with a guarantee 
of maintaining the essential 
properties as working conditions 
change. 

Constant viscosity index at 
varying temperatures.

Good control of the formation 
of lacquers and sludge that may 
form when using non-speci� c 
lubricants.

Effective protection against 
foam formation, thanks to it 
being unable to mix.

The best choice in terms
of cost bene� ts

The use of lubricants formulated by the 
manufacturer avoids damage to the gaskets 
and corrosion of metal components caused 
by oxidation. 
This can happen in the use of generic oils which 
can negatively affect the performance of the 
equipment with a consequent increased risk of 
failure.
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MAXIMIZATION

OF PERFORMANCE
BY ADDING

HIGH-PERFORMANCE ADDITIVES

AN ENVIRONMENTALLY RESPONSIBLE LUBRICANT 

All Synth Gold components comply with OSHA (Occupational Safety and Health 
Administration), RCRA (Resource Conservation and Recovery Act) and EPA 
(Environmental Protection Agency) requirements.

Approved by the US NSF (National Sanitation Foundation) for H-2 category service, 
it can be used in food service compressors in closed systems where food 
contact is technically impossible (as in the case of SIAD MI PET compressors).

*  Synth Gold is NOT compatible with silicone oils 
 or synthetic glycol lubricants PAG - PolyAlkylene Glycol.

High immiscibility with water, 
thanks to the special chemical 
characteristics, which eliminate 
the risk of any water in the 
lubricating � uid, thus avoiding 
premature wear of the compressor 
bearings.

High fl ash point and self-
ignition, for use at high 
temperatures.

Non-toxic/non-hazardous
for use in complete safety.



Find out more about our services at:
siadmi.com/global-service

For further information:
siadmi_support@siad.eu

LUBRICATING PROPERTIES
100 150 100 150

VISCOSITY cSt @ 40°C 108.7 150.4 103 150

VISCOSITY cSt @ 100°C 13.59 16.99 12.7 16.8

FLASH POINT °C 262 262 227 253

VISCOSITY INDEX 124 122 117 120

POUR POINT °C -34 -28.9 -30 -24

COPPER CORROSION, 24 HR 1a 1a

DEMULSIBILITY, 54°C, 30 MIN 40/40/0/20 40/40/0/30 40/40/0

COLOR Golden Yellow Green
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The information contained herein is offered for use by 
technically qualifi ed personnel at their discretion and 
risk without warranty of any kind. 
We regularly update our data: for updated data please 
visit our website siadmi.com
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